4 CTCSS OPERATION

4.1 MONITOR MODE

If CTCSS is enabled, traffic will not be heard unless it has the correct CTCSS
lone.

When the monitor function is active, the word "MONITOR” is displayed in the
lower right hand corner of the display and all traffic on the channel will be
heard. This enables the user to monitor the channel before uansmitli_ng,

To cancel the Monitor state, the "Monitor” key is pressed again.

The monitor function can be selected while the radio is scanning or when it is
in the channel mode.

4.2 TX LOCK OUT MODE

If the "Tx Lock Out” mode is enabled, the transmitter will be inhibited
whenever signals from other user groups (i.c. without the correct CTCSS tone)
are being received. The "Monitor” key on the radio will be disabled. As a
result, radio users will not be able to overhear radio traffic of other user
groups on the radio channel, nor will they be able to transmit if another user
group is using the channel. An alert will sound when Tx altempts are made
while locked out.

5 SELCAL OPERATION

5.1 RECEIVING A SELECTIVE CALL

If the radio user does not want to listen to radio traffic not directed to him/her,
the radio may be placed in "Quiet” mode.

Quiet mode is set by pressing the "Q/Clr” key on the front panel. Once set, the
Quiet mode may be cancelled by pressing this key once more.

When the radio is in the Quiet state, the display will show "Quiet” in the lower
right hand corner area.

Once the radio is in "Quiet” mode, a Selcal to the radio will unmute the audio.

When a call is received, the word "CALL" will flash in the display until it is
cleared by cither pressing the PTT button or the "Q/Clr" key. A five second
audible alert tone will sound after the call is received.
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