6 SPECIAL "HIGH LEVEL" FUNCTIONS-
FULL FEATURED VERSIONS ONLY

6.1 PROGRAMMABLE MEMORIES

The MTR90 series radio has ten user programmable channel memories. Any
of the programmed radio channels may be assigned to these memory locations.
Once the programmable memories are stored, they can be scanned or called
up at will via the "Recall” key.

To save a channel number to the programmable memories the user selects the
channel on the radio that is to be saved and then presses the "Save" key
followed by the numeric key (0-9) of the memory that it is to be saved as.

As soon as the "Save” key is pressed, the display will start flashing until the
memory number is entered. If no memory number is entered after three
seconds has elapsed, the radio will revert to channel mode.

The radio must have no other modes selected when the memories are
programmed.

To recall a programmable memory channel, press the "Recall” key followed by
the numeric key (0-9) of the stored memory. Note that the radio must be in
channel mode to recall a memory channel.
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the primary power remains connected. Should the primary power be
disconnected from the radio (e.g. by disconnecting the radio from the battery),
the last sclected channel will be retained for a period of at least 12 hours.

62 SCANNING

The radio is capable of scanning any or all of the ten channels as stored in the
user programmable memories.

To cnable scan mode, the "Scan” key is pressed. To cancel scan mode and
return to channel mode, the "Scan” key is pressed again. A row of ten digits
from 0 - 9 is shown at the top of the display when the scan mode is operating.
The word "Scan” also appears in the display during scan mode.

If it is desirable to only scan some of the ten channels in the scan group, the
unwanted channels can be removed from the scan group by pressing the
numeric key corresponding to the programmable channel(s) that are to be
removed while in scan mode. When this is done, the channel number will
disappear from the row of digits in the display that indicate scanned channels.

To re-enable scanning of disabled channels, the numeric key for the disabled
channel is pressed while in the scan mode. The channel number will reappear
in the row of ten digits at the top of the display.
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